TN THE SPECIFICATION 
Please replace the paragraph at page 6, lines 3-9, with the following rewritten 
paragraph: 

According to the present invention, since the release coated paper of the adhesive 
label is partially left on the hanging portion, the strength of the hanging portion can be 
increased, hi tho configuration of claim 8, since the hanging portion is formed by adhering 
two label ourfaco ohoots to e ach other oo ao to oandwich tho roloaoo coated papor left partially, 
tho otrcngth of the hanging portion can bo furthor enhanced. 

Please replace the paragraph at page 12, lines 4-7, with the following rewritten 
paragraph: 

According to the packing/unpacking m e thod of an ink cartridge packed body of the 
present invention, the amount of the packing member can be reduced and the amount of 
rubbish to be disposed after unpacking can be reduced. Packing and unpacking works are 
conducted easily. 

Please replace the paragraph at page 27, lines 4-12, with the following rewritten 
paragraph: 

A packing member 40 of the embodiment shown in Fig. 9 is constituted of only one 
sheet of label 41 . The label 41 has one perforation 44 formed in a substantially "Y" shape. 
Therefore, when a central portion 41c of the label 41 is cut off along the perforation 44, the 
label 41 is separated into two parts. In the drawing, the central portion 41c is provided at its 
upper portion with two notches 2^-26 46, 46 . The notches 26^26 46, 46 constitute a hole 
through which a hanging rail is inserted at a shop by superimposing them at a packing time as 
in the previous embodiment. 



2 



Please cancel the original Abstract at page 44, lines 1-10, in its entirety and insert 
therefor the following substitute Abstract on a separate sheet as follows: 
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